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PRODUCT NAME: WALL MASTER (WHITE) BASES/COLORS HMIS CODES: HF R P

PRODUCT CODE: WS-725 & 2@ H
SECTION I - MANUFACTURER IDENTIFICATION ====

MANUFACTURER'S NAME: LANCO MFG. CORP.

ADDRESS : URB. APONTE #5
SAN LORENZD, PUSRTO RICO
D754

EMERGENCY PHONE : (787) 736-4200 DATE PRINTED : 12/02/03

INFORMATION PHONE : (787) 736-420@ NAME OF PREPARER : LANCO MFG. CORP.

==== GECTION II — HAZARDOUS INGREDIENTS/SARA III INFORMATION ==—======
VAPOR PRESSURE HEIRHT
REPORTABLE CIMPONENTS £S5 NMSER sx Hy €& T PERCENT
ALIPHATIC SOLVENT PATAR-8-T 2 64
OSHA PEL: 500 PPM, ACBIH TLV: 100 PM, OTHER: N/R

HATER 7732183

TITANILM DIDXIDE 13463-67-7

TIRCONILY 24% PP4EA-39-9 10 25¢C

+ BROMATIC HYDROCARBON 1338-20-7 5.1 68 8.3

05HA PEL: 108 PPM, ACGTH TLV: 100 PPN
* COBALTO 12% KIXTURE 1 7 8.1

O5HA PEL: 500 PPN, ACGIH TLV: 108 PPM, NTHR: N/A

* Indicates toxic chemical(s) subject to the reporting requirements of sectiom 313 of Title III and of 40 CFK 372.

—————— SECTION III -~ PHYSICAL/CHEMICAL CHARACTERISTICS DS SIS
BOILING RANBE: 275 deg F — 38@ deg F SPECIFIC BRAVITY (H2O=1): 1.11
VAPOR DENSITY: HERVIER THAN AIR EVAPORATION RATE: SLOWER THAN ETHER
COATING V.0.C. = 2.77 lb/gl MOTERIAL V.0.C. > 1.43 1b/gl

SOLUBILITY IN WATER: MON SOLUBLE
APPERRANCE AND ODOR: WHITE COLOR

=== ==== BECTION IV - FIRE AND EXPLOSION HAZARD DATA =—=m==—m——oc
FLASH POINT: 104 °F METHOD USED: TCC
FLAMMABLE LIMITS IN AIR BY VOLUME- } OWER: .9 UPPER: 14.4

EXTINGUISHING MEDIA: FOAM, CO=, DRY CHEMICAL, WATER FOG

SPELCIAL. FIREFIGHTING PROCEDURES
RESPIRATORY EGUIPMENT SHOULD BE WORN TO AVOLD INMALAYION OF CONCENTRATED VAPOR.WATER SHIAAD NOT BE USED EXCEPT RS FUG TO KEEP NEORRY
EONTAINERS [00L.

UNUSUAL. FIRE AND EXPLOSION HAZARDS
EXTREMELY FLAMMABLE, VAPORS MAY IGNITE EXPLOSIVELY AND/DR CAUSE FLASH FIRES. ELIMINATE SDURCES DF IGNITION. ND SMOKING. USE RDERUATE
CROSS VENTILATION SUFFICIENT TO REMOVE ODOR 0F SOLVENT AND VARGRS,

== = GECTION V — REACTIVITY DATA =

STABILITY: STABLE
CONDITIODNS TO AVOID
EXCESSIVE HEAT, POUR VENTILATION, CORROSIVE ATMISPHERES, EXCESSIVE ASING.

INCOMPATIBILITY (MATERIALS TO AVOID)
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STRONG HXIDIZING AGENTS, STRONG ACINS AND OXIDIZING MATERIN.S, ALKALINE MATERIALS.

HAZARDOUS DECOMPOSITION OR BYPRODUCTS
CORSIN MONOXIDE, CARBON DIOXIDE,ANG DXIDES 0F NITHIGEN.

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR

= BECTION VI - HEALTH HAZARD DATA

INHRLATION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
ACUTE SIGNS OF OVEREXPOSURE COULD BE HEADACHE, DIZZINESS NAUSER, UPPER RESPIRATURY DRYNESS OR IRRITATION, DRONSINESS, MENTAL DEDRESSION
8r NARCOSIS.

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE
EYE CONTACT: SEVERE IRRITATIUN, TEARING, REONESS dNO BLURRTD VISTON.

SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
SKIN CONTACT: CAN DRY AND DEFEAT SKIN CAUSING CRACKS, [RRITATION,AND DERMATTTIS.

INGESTIDN HEALTH RISKS AND SYMPTOMS OF EXPDOSURE
INGESTION: CAN CAUSE GASTROINTESTINA. IRRITATION, VOMITING, NAISEA, ANG DIARRMER,

HERL TH HAZARDPS (ACUTE AND CHRONILC)

INHALATION-DIZZYNESS, BREATHING DIFFICULTY, HEAOACHES, 1035 OF COURDINATION. EYE CONTACT-SEVERE IRRETATION, TEARING, REDNESS, AND
BLURRED VISION. SKIN CONTACT- CAN DRY AND DEFEAT SKIN CAUSING CRACKS, IRRITATION AND DERMIVITIS, INGESTION-CAN CAUSE BRSTROINTESTINGL
IRRITATION, VOMITING NAUSER, DIARRHEA. NO CHRONIC HEALTH EFFECTS,

CARCINOGENICITY: NTP CARCINOGEN: No IARC MONOBRAPHS: No 0O5HA REGULATED: No
NUNE

MEDICAL CONDITIONS GENERALLY ABGRAVATED BY EXPOSURE
ANESTHESTA, RESPIRATORY TRACT TRRITATION, DEMMITITLS, NAUSEA, VOMITING.

EMERGENLY AND FIRST AID PROCETMRES

INHALATION GUEREXPUSURE - MIVE PERSON TO FRESH AIR. IF BREATHING STUYS, ARPLY ARTIFICIAL RESPIRATION AND STEK IMMEDIAFE MEDIOAL
ATENTIDN. EYE CONTRCT- FLUSH WITH LARGE GURNTITIES OF WATER FOR 15 MINUTES, SKIN CINTACY- WRSH THORDUGHLY WITH SORP AND WATER AND SEF A
DOCTOR.  INGESTION DO NOT INGUCE VOMITING, CAN CAUSE CHEMICA. PHEIMONITIS AND PULMONARY SDEMA.  CONTACT SHYSION. [MMEOIATELY.

————— SECTION VII - PRECAUTIONS FOR SAFE HANDLING OND USE

STEPS TO BE TAKEN IN CASE MATERIAL IS5 RELEASED OR SPILLED
HEMOVE SOURCES OF IGNITIONS, PROVIDE GOOD VENTILATION, DIKE SPILL AREA ADD ABSOKBENT EARTH OR SAWDUST TO SPILLED LIRM1h. THORDGHLY WET
W/ HATER ANG WEX.

WASTE DISPDSAL METHOD
COLLECT ARSORBENT/ WATER/ SPILLED LIQUID MIXTURE INT( METAL CONTRINERS AND ADD ENDUBH WATER TO COVER. CONSILT LOCRL, STAE & FEDERAL
HAZARDOLS WASTE REGULATION BEFORE DISPOSING INTD APPROVED HAZARDILS WASTED LANDFILLS. UBEY RELEVANT LAM.

PRECAUTYIONS TO BE TRAKEN IN HANDLING AND STORING
KEEP CONTAINERS CLUSED WHEN NOT IN USE. STORE a0-935 F OUT (F SUN. LS5 ADRRUATE VENTILAYION TO AVOID SREATHING VARIR WAN COVER REMNED.
KEEP AWAY EXESSIVE HEAT AND OPEN FLAMES.

OTHER PRECAUTIONS
GROUND ALL EQUIPMENT WHEN HANDLING FLAMMABLE SOLVENT BURNE MAVERIALS. SMOKING IN ARFR WHERE THIS MATERIAL 15 USED SHOULD BE STRICILY
PROHIBITED.

== SBECTION VIII — CONTROL MEASURES SRR

RESPIRATORY PROTECTION
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WHEN SPRAYING THIS MATERIAL USE A NIOSH APPROVED CARTRIDBE RESPIKRTOR OR 6AS MASK SUTTRBLE TO HEEP AIRROANE MISTE AND VAPOR
CONCENTRATIONS BELGW THE TIME WEIGHTED THRESHOLD LIMIT VALIES. WHEN USING IN POORLY VENTULATED AND CONFINED SPACES, USE A FRESH-AIR
SUPPLYING RESPIRATOR DR R SELF- CONTRINED BREATHING APPRRATUE.

VENTILATION
SUFFICIENT 7O KEEP WORKRDDM CONCENTRATION BELOW TLY. VENTILATION EGUIP. MUST BE EXLPOSION PROCF.

LROTECTIVE GLOVES
CHEMICHLS RESISTANT BLOVES.

EYE PROTECTION
USE CHEMICAL SAFEYTY BLASSES, BDGGLES, fND FRCESHIELDS FOR EYE PROTECTION.

OTHER PROTECTIVE CLOTHING OR SQUIPMENT
USE IMPERMERBLE APRONS AND PROTECTIVE CLOTHING WHENEVER POSSIBLE TO PREVENT SKIN CONTACT. THE USE OF HEAD CAPS WHENEVER POSSIBLE 15
STRONGLY RECOMMENDED.

WORK/HYGIENIC PRACTICES
EYE WASHES AND SAFETY SHOWERS IN THE RORKPLACE 15 RECTMMENOED.

====== GECTION IX — DOT TRANSPORT INFORMATION

3

PROPFER SHIPPING NAME
Faint,including paint,lacquer,enanel,stain,shellac solutions,varnish, polish, liquid filler,and liguid lacquer base.

HAZARD CLASS
3

tiN NUMBER
1263

FACKING GROUP
111

= wme==== BECTION X — DISCLAIMER

The inforsation contained herain is based on dala heliaved by this cowgany to be accurate, but we do not assume any liability far its
accuracy. MWe neither seggest nor guarantee that any hazards mentioned are the only ones which exist. The manmer of thal use and
whether there is any infringesent of patents is the sole respensibility of the user.



